PALLET HANDLING EQUIPMENT

SKID LIFTS

Allows entry into different skids and baskets

Lightweight design is easy to manoeuver with pallet truck style steering configuration
Strong and reliable cylinder

Quick-lift mechanism on manual lifts allows loads under 400 Ibs.

to be raised with 24 strokes, heavier loads require 72 strokes
Self-contained battery powered power pack (electric models)
eliminates power source or power cord problems

Built-in automatic battery charger and charge indicator (electric models)
Raised bulkhead design provides greater backrest surface, ergonomic
location for automatic battery charger and clear view of load

24" load center

Lowered height: 3 1/4", raised height: 31 1/2"

8" polyurethane load wheels and 3" polyurethane load roller

Capacity: 3000 Ibs. LIFT=IRITE
Model No. Dim. of forks" Wt. Ibs. Model No. Dim. of forks" Wt. Ibs.
MANUAL LIFTS ELECTRIC LIFTS
MH748 205 x 43 330 MH796 205 x 48 430
MH749 21 X 48 340 MH797 21 X 48 440

GALVANIZED PLATED
PALLET TRUCK

Designed to withstand corrosive and wet environments
Ideal for use in chemical, pharmaceutical
and wash-down applications

STAINLESS STEEL
PALLET TRUCKS

Ideal for sanitary,
pharmaceutical, medical,
food and wet applications
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Steering and load wheels are made of nylon
to provide durability in cold environments
Fork length: 48"

Overall fork width: 27"

Load capacity: 5,500 Ibs.

Lowered fork height: 2 7/8"

Raised fork height: 7 3/4"

Weight: 327 Ibs.

e Not approved for clean rooms

Model No. MK830
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FORK EXTENSIONS

Handle large and odd shaped loads
with increased stability and
minimum damage

Available in 4", 5" and 6" fork widths,
lengths are from 54" to 96"

Easy to use slide-on design ’
Fork fits up to 2" thick

Convenient on/off design

Locking bar keeps

extensions in place

Fork extension not to

exceed 50% more

than existing fork
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Available with type

304 stainless steel

frames and forks or
complete stainless

steel construction

Complete stainless

steel units are ideal

for food service when
combined with food-
approved hydraulic oil

All models feature nylon
steering and load wheels
Fork height: 2 7/8" minimum,
7 3/4" maximum

Capacity: 5,500 Ibs.

Not approved for clean rooms

Model Overall Fork Dimensions Wt.
No. Description Width" Length" Ibs.
MK827  Stainless Steel Frame and Forks 27 48 285
MK828  Complete Stainless Steel 27 48 285
MK829  Complete Stainless Steel 20 48 300

CAROUSEL PALLET TURNTABLES

Loading and unloading operations that
originally required a large amount

of time can be done more efficiently
with less fatigue and risk of back
injury. The carousel may be

added to an existing workbench,
scissors table or simply placed

on the floor. This Lazy Susan

concept is constructed from two
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Model Accommodates  Fork Extension Max. Fork Wt. gz(;eﬁsegfo;orltlﬁlif tructural angle.

No. Fork Width' Overall Width"  Length Thickness Ibs. bearings transfer

MF775 4 5 54 2 109 the load smoothly

MF776 4 5 63 2 125 and evenly to the

MF777 4 5 72 2 135 supporting surface. l
MF778 4 5 84 2 157 Overall height is 2 1/4". &.l
MF779 4 5 96 2 173

MF781 5 6 54 2 126

MF782 5 6 63 2 151

MF783 5 6 72 2 155 Model Outside Capacity Wt.

ME784 5 6 a4 2 189 No. Diameter" Ibs. Ibs.

MF785 5 6 96 2 201 MH204 40 2000 40

MF787 5 7 54 2172 146 MH205 40 4000 44

MF788 6 7 63 212 165 MH206 40 6000 48

MF789 6 7 72 21/2 166 MH207 43 2000 43

MF790 6 7 84 21/2 199 MH208 43 4000 51

MF791 6 7 96 21/2 210 MH209 48 6000 55

Also available: Add-on for optional pins style fork extension and other lengths.
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