SAFETY TAPES & LINE-UP® STRIPERS

AISLE MARKING & HAZARD
WARNING TAPES

Colour coded for instant recognition of specific areas.
Tapes give continuous lines that are both eye
catching and long lasting and can be applied
quickly by hand or with a tape applier. 7 mil
general purpose pressure sensitive vinyl tape
is easy to apply and has excellent adhesion
for a fast, firm hold. Excellent for marking
floors, equipment, pipes and many other uses.
Available in 48 mm and 72 mm by 36 yard
rolls. Reflective engineer grade available in 2"
by 10 yard rolls.

RECOMMENDED GUIDELINES Red: Fire
Protection/Danger/Stop
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TOP TAPE & LABEL

LINE-UP®° STRIPING
MACHINES & PAINTS

Engineered and designed for easy operation and durability
18-gauge all-steel construction

12-can storage

Stripes widths of 2" to 4"

INDUSTRIAL

PAVEMENT STRIPING MACHINE ,//'

» 7" wheels provide a smooth ride on
hard surfaces, such as concrete,
blacktop and metal

» Excellent for use in parking lots,
warehouses, plants, factories, etc.

Model No. NE340

ATHLETIC FIELD STRIPING MACHINE
1

» 10" wheels elevate the carriage
to provide an even ride over
rough or uneven surfaces

+ lIdeal for grass, dirt, gravel or
any uneven surface

Model No. NE341

Model No. Description
WATER BASED - ATHLETIC FIELD
NE333 Athletic White
NE334 Athletic Yellow
NI795 Turf Green
SOLVENT BASED - PAVEMENT
NE335 Highway White
NE336 Highway Yellow
NE337 Handicap Blue
NE338 Firelane Red
NE339 Cover-up Black

Dark Blue:  General information y ; )
Orange: Warning/Hazardous White: Traff!c and Housekeeping
Biohazard Yellow: Caution ]
Green: Safety and First Aid Black: ~ Boundaries
Equipment Stripes: Hazard/Warning

AISLE MARKING TAPES HAZARD WARNING TAPES

Model Wt. Ibs. Model Wt. Ibs.

No. Size mm__ Colour Roll No. Size mm__ Colour Roll

SOLID STRIPES

SAL689 48 Dark Blue 0.8 SAL701 48 Black/White 0.8

SAL688 48 Orange 08 SAL697 48 Black/Yellow 0.8

g:tw 48 g“zen 08 SAL699 48 Red/White 0.8

AR A 0% sa6s 72 BlackYelow 12

SAL6S3 48 Yellow 0‘8 SAL700 72 Red/White 1.2
’ SAL702 72 Black/White 1.2

SAL687 48 Black 0.8

SAL6% 72 Dark Blue 1.2 REFLECTIVE ENGINEER

SAL695 72 Orange 1.2

SAL691 72 Green 1.2 GRADE STRIPES

SAL692 72 Red 1.2 Model . Wt Ibs.

SAL693 72 White 12 No. Size"  Colour Roll

SAL690 72 Yellow 1.2 SN611 2 Yellow/Black 0.8

SAL694 72 Black 1.2 SN612 2 Red/White 0.8

BARRICADE TAPE % HANSON:.

A fast and effective way to restrict entry to hazardous areas o

Made of 2-mil standard grade polyethylene

Ideal for both indoor and temporary outdoor usage

Rolls are 3" x 1000'

Model No.  Description Colour ‘ ‘0
SAJ606 Caution Black on Yellow ”
SAJ607 Caution Do Not Enter Black on Yellow w .
SAJ608 Attention Black on Yellow

SAJ609 Danger Black on Red

MARKING WANDS

+ Constructed of durable, rugged
plastic and lightweight steel

» Comfortable pistol grip for easy
handling and marking

» Apply a uniform 1" to
1 1/2" wide stripe of paint

Model No. Description
NC309 Spotter Hand Held Wand 12"
NC310 Hand Held Striper 34"

INDUSTRIAL

INDUSTRIAL QUICK-MARK™
INVERTED MARKING PAINTS

Marking paints are lead-free and highly pigmented. Available in water

Note: Each case contains 12 cans.

TRAFFIC CONES

High gloss long lasting cones are designed with a fluorescent pigment
compounded with ultra-violet absorbing materials. Non-porous surface
is resistant to dirt and grease. Heavy-duty weighted black
base for maximum stability and will withstand winds
generated by high speed traffic. Glued on high-visibility
reflective collars are available separately

for 12", 18" and 28" cones.

Model No. Description Wt. Ibs. E I
SB818 6" Traffic cone 1 -
SB820 12" Traffic cone 2 . |
SB821 18" Traffic cone 3 -~
SB822 28" Traffic cone 7

SR386 18" Traffic cone w/collar 3

SR387 28" Traffic cone w/collar 7

SB819 4" Relective collar for, 18" or 28" cones

FHEFLED(TCM?"’MMSFHEEI)‘BL"WT%B

Effective speed reduction in
parking lots, school zones,
public and private areas

» Flexible, adapts to any
road surface

» Manufactured from 100%
recycled rubber

+ Embedded glass bead
reflective tape

« Resistant to UV, moisture,

and solvent based, 10 oz. cans (17 oz. net weight). Use with hand held wands. oil and extreme
Model Solvent Model . tﬁ;ﬂper?ture Vanatfn
No. Base No. Water Base chlip r;(: r‘évtrap’ crack,
NC320 Red/Orange Fluorescent | NC331  White INDUSTRIAL N
NC321 Orange Fluorescent NC332 Caution Yellow ° Channe_led bOtt’f"T" 2x1 ch_a_nnels, aII(_)ws
NC322 Red Fluorescent NC333  Orange Fluorescent for cabling or piping and facilitates drainage
NC323 Green Fluorescent NC334  Red Fluorescent
NC324 White NC335  Pink Fluorescent Model Dimensions Spikes
NC325 High Visibility Yellow NC336  Blue Fluorescent No. Description " x H' x W required Ibs.
NC326 Caution Blue NC337  Green Fluorescent
NC327 Warning Orange NC338 Red/Orange S:JZZG g:ackqe::ow 8 x 2% x M 8 35
NC328 Safety Red Fluorescent SAJ175 ack/Yellow 72 x 225 x 1 5 52
NC329 Safety Green SAJ227 14" Rebar Spike
18446E

B210



