FANS & AIR CONDITIONERS

EXHAUST FANS & PANEL FANS

WALL EXHAUST FAN

Exhaust Fan

Sturdily constructed, direct drive, horizontal discharge
for industrial, commercial and farm applications
Constructed from all-aluminum extrusions
Heavy-duty OSHA motor mount/guard
Ball-bearing with overload protection
Aluminum shutters automatically open

when fan starts and close when fan stops
Complete with aluminum shutters

T ——— EXHAUST SERIES
—A

‘ | The Exhaust series comes equipped
I3

AIR CONDITIONERS e

Highly efficient whisper quiet models are
designed for dependable long life use.

« Compact design fits most windows
« 3-setting thermostat
* 2-speed fan

* Washable rigid filter

Model Remote EER Dimensions

No. BTU Control ling w' x D" x H' kg
BB117 5,200 No 10 175 x 157 x 126 29
EA083 6,000 Yes 9.8 18 x 214 x 139 30
EA081 8,000 Yes 9.7 177 x 211 x 136 35
EA235 10,000 Yes 10 22 X 256  x 157 51

with aluminum louvres which opens
Tl automaticaly when fon is operating, s B AIR CONDITIONER AND MAJOR
EXHAUST
EXH _ APPLIANCES EXTENSION CORDS
No. A" B" o D" RPM HP CEM * Moulded-on bonded vinyl plugs XC156 i
and connectors won't break off or pull
STANDARD FREE AIR + Cord resists cracking and breaking
BA129 17 14 634 1112 1725 1/4 1450 « 3-conductor SPT-3
BA132 183/4 153/4 634 1112 1725 1/4 2200 + 15 A, 1875 W =
BA135 203/4 1734 634 1112 1725 /4 3300 + 143 AWG c 3P PR'ME
BA138 223/4 193/4 634 1112 1725 174 4300
BA141 24 3/4 213/4 63/4 121/4 1725 13 5000 Model No. Length' Qty/Case
2-SPEED FREE AIR ,’23}2‘,‘ g gg
BA130 17 14 634 1112 1725/1140 174 1450/1000
BA133 183/4 153/4 634 1112 1725/1140 174 2200/1450
Base w30 vy ey niz wmmw o zoan | OFFICE FANS EAo71
BA139 223/4 193/4 634 1112 1725/1140 174 4300/2850 + Light duty all general purpose fans
BA142 243/4 213/4 63/4 121/4 1725/1140 173 5000/3250 + Best suited for office environments EA068
BA495 283/4  253/4 634 121/4 1100/800 1/3 5000/3000 + 3-speed oscillating except for EA068
PANEL FANS which is 2 speed non-oscillating i |
« Sturdily constructed, direct drive, horizontal discharge Model EA073 1-.! ( :
for industrial, commercial and farm applications No Description spr
* Motors are totally enclosed, continuous run, fan duty EAD "ol Desk [¢] us
with built-in automatic overload protection BA1(;85 ?2,‘ [;D'T(n/ es
« Ball bearing motors for easy maintenance EAO70 16" Desk
» 120V, other voltages available on request EAOT1 1 P:;estal
* Baked enamel finish Panel Fan EA073 16" Wall w/remote Lo
By = BA778 18’ Pedestal )
PANEL SERIES
Used when moving air within A
an enclosed area s P® ’NDUSTR’AL ROLLA’RE MODEL
PANEL - CART MOUNTED 18" FAN ___
Fan  Model Dimensions Fan  Model Dimensions + Ideal for manufacturing
Dia." _ No. A B Dia.” No. A B warehouses, workstations, etc.
STANDARD 2-SPEED * Cart features 5" diameter plastic wheel
2 BA059 17 112 12 BA4S2 17 1m12 . Calrt height |s_fu|ly adjustable from 33" to 50
14 BAOGZ 1834 1112 14 BAU3 1834 1112 * 18 fan head is 3-speed
16 BAO64 2034 1112 16 BA484 2034 1112 » Energy efficient — draws only 2.6 Amps
18 BA067 223/4 11172 18 BA485 223/4 111/2 SPECIFICATIONS:
20 BA070 243/4 121/4 20 BA486 243/4 121/4 « CFM: 5500 - high speed, cus
24 BA487 283/4 121/4 4600 — medium speed,

18" FLOOR FAN

th

where air circulation is needed

3

18" floor fan is ideal for different areas, from

Rear mounted controls
Powerful, quiet 3-speed motor
Rotates up for vertical airflow
120V

Model No. BB116

e store to the warehouse and for offices

prong plug with heavy-duty ground industrial wire

SR
BUS

20" BOX FAN .

Slim line

* 5slim blades

« 3-speed whisper quiet operation
« Durable steel body

* No tools required for assembly

Model No. BA330

SWD
GI.IS I

22579E

3500 - low speed
* Motor: 1/8 HP
* Weight: 24 Ibs.

Model No. EA041

20" LIGHT INDUSTRIAL
DUTY AIR CIRCULATOR

« ldeal for offices, retail, banks, hotels, etc.
Energy efficient — draws only 2.1 Amps
c@)us
1-year |

Rugged all metal construction
wu\’r"“w

@ Marley

ial Products

— adjustable height up to 60"

Pull chain switch - 3-speed control
Double locking guard for safety
72" grounded power cord

cUL US approved and also meets
OSHA standards specifications
+ CFM: 5950 - high speed, 3500 -
Motor: 1/6 HP drip proof motor
Weight: 32 Ibs. ,

Model No. EA009

low speed

@ Marley

Industrial Products

B53



EXTENSION CORDS & LAMPS

THE PRO-TEC-TOR™ CIRCUIT BREAKER EXTENSION CORD

« The only extension cord with a circuit breaker that can be reset right at the outlet end
* Protects cord set from equipment overload, which can cause electrical fires

LIND EQUIPMENT LTD.

 Safety yellow SJTW cord o
T
Model Mfg. Wire Cord Rating o "f
No. No. Description Ga/Cond. Voltage Length' Amps Y
HEAVY-DUTY b
XA084 LE14-25CB Single Outlet 14/3 125 25 15 i
XA073 LE14-50CB Single Outlet 14/3 125 50 15
XB983 LE14-T6 Triple Outlet 14/3 125 6 15
XA054 LE14-T25 Triple Outlet 14/3 125 25 15
XA059 LE14-T50 Triple Outlet 14/3 125 50 15 G
CONTRACTOR-DUTY
XC057 LE12-T25 Triple Outlet 12/3 125 25 15
XA055 LE12-T50 Triple Outlet 12/3 125 50 15
XA056 LE12-T100 Triple Outlet 12/3 125 100 15
LAMPS OSRAM
? I | SYLVANIA
FIuorescent I
Halogen
MR_91 6 T12 Bipin
Compact
Fluorescent T-4
= ¥ HID )
[ Metal Halide
Incandescent Halogen Compact Fluorescent HID
A-19 PAR38 MiniTwist High Pressure Sodium

Nominal Model Mfg. Qty/ Avg. Lumen
Watts Lamp Base No. No. Volts  Case Description life output LCL" M.O.L"
INCANDESCENTS Sold per package of 2
40 A-19  Med. XB114 40A/2P/24/6000 120-125 12 Inside frost, long life, 2/pkg. 6000 hrs 480 31/8 4716
50 A-19  Med. XB122 50A/RS/2P/RP/120V 120 24 Inside frost, rough service, 2/pkg. 1000 hrs 480 2 315/16
60 A-19  Med. XB115 60A/2P/24/6000 120-125 12 Inside frost, long life, 2/pkg. 6000 hrs 650 31/8 47/16
100 A-19 Med. XB117 100A/2P/24/6000 120-125 12 Inside frost, long life, 2/pkg. 6000 hrs 1270 31/8 4716
100 A-19  Med. XB123 100ARS2PRP 120 24 Inside frost, rough service, 2/pkg. 1000 hrs 1260 27/8 47/16
Nominal Model Mfg. Qty/ Avg. Beam
Watts Lamp Base No. No. Volts case Description life CBCP spread
HALOGEN Sold per each
20 MR-16  GU5.3  XC305 20MR16/FL35 12 20 Reflector, flood beam 4000 hrs 700 35°
50 MR-16 GU5.3 XB153 50MR16/FL40 (EXN) 12 20 Reflector, flood beam 4000 hrs 2000 40°
50 PAR20 Med. XB143 50PAR20/CAP/NFL 130 15 Narrow flood 2500 hrs 1250 30°
50 PAR30 Med. XB137 50PAR30LN/CAP/WFL 130 15 Wide flood 2500 hrs 500 50°
75 PAR30 Med.  XB140 75PAR30LN/CAP/WFL 130 15 Wide flood 2500 hrs 750 50°
45 PAR38 Med. XB133 45PAR38/CAP/SPL/FL/30/130V 130 15 Flood 2500 hrs 1600 30°
90 PAR38 Med. XB135 90PAR38/CAP/SPL/FL/30/130V 130 15 Flood 2500 hrs 3600 30°
120 PAR38 Med.  XB235 120PAR38/CAP/SPL/FL/30/130V 130 15 Flood 3000 hrs 5000 30°
Nominal Nominal Model Mfg. Qty/ Avg. Initial lumen
Watts length" Base No. No. case Description life output
FLUORESCENTS - T12 Sold per case
34 48 Med. Bipin ~ XB916 F34CW/SS/ECO (FA0CW/SS/ECO) 30 Cool white Supersaver® 20000+ hrs 2700
60 96 Single Pin ~ XB068 F96T12/CW/SS 15 Cool white Supersaver® 12000 hrs 5300
Nominal Model Mfg. Qty/ Avg. Initial lumen
Watts Lamp MoL" Base No. No. case Description life output
COMPACT FLUORESCENTS Sold per each
13 MiniTwist 45 Med. XB913 CF13EL/MINITWIST/BL/1 6 3000K, 82 CRI 8000 hrs 800
9 T-4 6.5 G23 XB277 CFIDS827 50 2700K, 82 CRI 10000 hrs 580
13 T-4 7.1 GX23 XB275 CF13DS/841/ECO 50 4100K, 82 CRI 10000 hrs 800

Model Mfg. Qty/ Avg. Approx. lumens Colour
Watts Lamp  Base No. No. case Description life (hrs) (initial) (mean) CRI temp
HID - HIGH PRESSURE SODIUM Sold per each
50 E-17 Medium  XB205 LU50/MED 20 Clear 24000+ 4000 3600 22 1900K
150 E-17 Medium  XB208 LU150/55V/MED 20 Clear, 55 volt 24000+ 15800 13400 22 2100K
400 ET-18  Mogul XB202 LU400/ECO 20 Clear 24000+ 50000 45000 22 2100K
HID - METAL HALIDE Sold per each
175 BT-28  Mogul XB213 M175/U 6 Clear, univ. burn 10000V, 7500H 14400V, 12800H 12000V, 10300H 65 4200K
250 BT-28  Mogul XB214 M250/U 6 Clear, univ. burn 10000V, 10000H 22000V, 20000H 17000V, 14100H 65 4200K
400 BT-37  Mogul XB215 M4oo/u 6 Clear, univ. burn 20000V, 15000H 36000V, 32000H 25000V, 20500H 65 4000K
1000 BT-56  Mogul XB217 M1000/U 6 Clear, univ. burn 15000V, 9000H 110000V, 107800H 88000V, 86300H 65 4000K

*Qther lamps available upon request

B186

22617E



